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Exhaust Hood 
Your range is equipped with a variable speed range hood that may be either vented directly to the outside, or 
may be installed ventless. An exhaust filter is included with your hood. The filters should be cleaned periodically 
in soapy water. Extras are available from your dealer or directly from Heartland Appliances Inc. Please order 4 
or more filters at one time to save freight and handling charges. 

Ventless Installation
Your unit is already set up for ventless operation. Cooking fumes are drawn through the filters and exhausted 
through the rear of the hood, back into the room. Install the exhaust filters in their location under the cabinet 
by first removing the light lens. Then on one side, insert one of the filters into the grooves (front and rear of the 
cabinet) and slide into place. Repeat these steps for the second filter

Installation of Ducting
Installation through an outside wall
Remove air deflector (used for ventless operation only). Cut a 3 1/2 x 10 1/2  ( 88.9mm x 266.7 mm) hole through 
the wall directly behind the range hood outlet (See Figure 4.), making sure no wall studs are cut. Push range into 
position. From outside of the house, measure distance from the siding to the range outlet. Cut duct pipe that length, 
plus 1”  (25.4mm) for overlap into outlet. Attach vent hood to pipe. Caulk the back of vent hood and around pipe 
where it goes through wall and into range hood outlet so caulking seals against outside siding.
Complete installation by following directions under Ventless Installation.

Installation through an attic to an outside wall 		
If the vent elbows are embedded in the wall, the range may be positioned as shown in Figure 4. Continue the duct 
through the ceiling into the attic. Terminate duct either on an outside wall just below the sofit using a vent hood 
or through the roof with a roof cap. Seal with caulking around and under cap or hood.
Complete your installation by following directions under Ventless Installation.

Figure 4
Exhaust venting 
options
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- Always turn the surface units off before removing cookware.

- When preparing flaming foods under the hood, turn the fan on.

- Use care when touching the cooktop. The smooth surface of the cooktop will retain heat and may be hot enough to burn
even though it may appear dark in color after the controls have been turned off.

- Use little fat for effective shallow or deep fat frying. Filling the pan too full of fat can cause spillovers when food is added.
Never try to move a pan of hot fat, especially a deep fat fryer. Wait until the fat is cool.

- If a combination of oils or fats will be used in frying, stir together before heating, or as fats melt slowly.

- Foods for frying should be as dry as possible. Frost, frozen foods or moisture on fresh foods can cause hot fat to bubble
up and over the sides of the pan.

- Always heat fat slowly, and watch as it heats.

- Use a deep fat thermometer whenever possible to prevent overheating fat beyond the smoking point.

- Avoid scratching the  smooth cooktop. The cooktop can be scratched with items such as sharp instruments, rings or
other jewelry, and rivets on clothing. Do not stand on the smooth top.

- Do not operate the radiant surface units if the glass is broken. Spillovers or cleaning solution may penetrate a broken
cooktop and create a risk of electrical shock. Contact a qualified technician immediately should your smooth cooktop
become broken.

- Never use the smooth surface as a cutting board.

- Never heat unopened food containers. Pressure build up may make container burst and cause injury.

- Never leave jars or cans of fat drippings on or near cooktop.

- Do not place or store items that can melt or catch fire on the smooth surface, even when it is not being used.

- Be careful when placing spoons or other stirring utensils on the smooth surface when it is in use. They may become hot
and could cause burns.

- Clean the cooktop with caution. If a wet sponge or cloth is used to wipe spills on a hot surface unit, be careful to avoid
steam burns. Some cleaners can produce noxious fumes if applied to a hot surface.

- NOTE: We recommend that you avoid wiping any surface unit areas until they have cooled and the indicator
light has turned off. Sugar spills are the exception to this. Please see the “Cleaning the Smooth Cooktop”
section for detailed instructions on keeping your cooktop clean.

- When the cooktop is cool, use only Cerama BryteÒ  ceramic cooktop cleaner and the Cerama BryteÒ  cleaning pad to
clean the cooktop.

- To avoid possible damage to the cooking surface, do not apply cleaning cream to the smooth surface when it is hot.

- After cleaning, use a dry cloth or paper towel to remove all cleaning cream residue.

- Read and follow all instructions and warnings on the cleaning cream labels.

   -     Large scratches or impacts to cooktops can lead to broken or shattered glass.
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Model 6200 / 8200 Electric Range Parts Chart
Model 6210 / 8210 Electric Self Clean Range
Parts Chart
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60250	 Base Leg
60251	 48" Base Front Skirt - Nickel
60252	 30"/48" Base Side Skirt
60254	 48" Base Rear Skirt - Black 
60260	 Control Cover Plate (not shown) (48" model)
60266	 48" Stove Band
60277	 30"/48" Oven/Warming Drawer Handle
60283	 48" Cabinet Door Panel (specify colour)
60285	 48" Cresting Panel (specify colour)
60286	 48" Splashback (specify colour)
60287	 Lower Cabinet Strip (48")
60288	 Upper Cabinet Strip (48")
60306	 Oven/Broiler Control Switch (s/c & non-s/c)
60307	 Broiler Element
60308	 Oven Element
60309	 Oven Rack
60313	 Warming Oven Control
60315	 Oven Door Gasket 
60316	 Warming Oven Gasket
60325	 Warming Control Knob
60327	 Electric Oven Knob-single “D” New Classic 
60330	 Oven Rack Support (4 position)
60345	 Warming Oven Element
60501	 Warming Drawer Door Frame
60502	 Oven Door Frame
60505	 Reservoir Front
60510	 Warming Drawer Bubble Panel
60520	 Rack Storage Bubble Panel
60521	 Utensil Drawer Bubble Panel
60522	 Reservoir Bubble Panel
60604	 Blower Mounting Box
60605	 Cabinet Wrap Weldment (48")	
67402	 Installation and Operating Instruction Manual
6881	 Stove Top Ass'y (48" model) 
80113	 Left Hand Side Panel Classic II
80114	 Right Hand Side Panel Classic II
80128	 30" Front Band
80131	 Upper Cabinet Strip (30")
80132	 Lower Cabinet Strip (30")
80138	 30"Cabinet Door Panel(specify colour)
80141	 30" Splash back (specify colour)
80142	 30" Cresting Panel (specify colour)
80149	 Cabinet Wrap Weldment (30")
80151	 30" Base Front Skirt - Nickel
80152	 30" Base Rear Skirt - Black
8200	 Light Socket & Housing
8204	 Oven Lens
8876	 Stove Top Assembly (30" model)
9234	 Electronic Timer (self clean & non-self clean)
9250	 Cabinet Door Stantion
H-692	 Easy Glide Castor 1" Diameter
Please order part by number.  Parts may be ordered 
from your dealer or direct from Heartland Appliances  
Telephone for prices and ordering instruction.
Call 800-361-1517, and ask for the order desk.

TO ENSURE THE CORRECT COLOUR MATCH WHEN 
ORDERING COLORED PANELS, BOTH THE COLOR AND 
SERIAL NUMBER MUST BE PROVIDED.

1110	 Oven Door Handle Stanchion
1125	 Oven Door Thermometer (Non Functional)
1546	 Heartland nameplate/Clips
1551	 Right Cabinet Bracket
1556	 Left Cabinet Bracket
1588	 Right Cabinet Corner
1592	 Left Cabinet Corner
1595	 Right Cresting Corner
1600	 Left Cresting Corner
1624	 Cabinet Door Handle
6166	 Oven/Top Burner Knob
6171	 Oven/Bake/Broil Indicator Light Red (48" model)
6171	 Warming Oven Light - Red (48" model)
6171	 Top Burner Indicator Light - Red (48" model)
6197	 2 Speed Blower Control Switch
6198	 Range Light Switch
6202	 Oven Light Bulb - 40W
6231	 Hot Surface Element Indicator Light (48" model)
6231	 Hot Surface Element Indicator Light (30" model)
6231	 Warming Oven Light (30" model)
6231	 Oven/Bake/Broil Indicator Light (30" model)
6231	 Top Burner Indicator Light - Red (30" model)
6250	 Dual  Element/Bridge Element  Switch
6251	 Single Element Control Switch
6437	 Oven Door Hinges L & R (not shown)
6455	 Broiler Pan & Cover
6522	 Exhaust Deflector
6659	 Blower and Inlet Ring
6660	 Capacitor 5UF /370
6661	 Speed Control
6662	 Blower Knob 
6663	 Inlet Ring
6675	 Exhaust Filter (30")
6676	 Exhaust Filter (48")
6677	 3 1/2" x 10" Exhaust Adaptor
6679	 Exhaust Blower
6884	 Storage Door Magnet Assembly
60201	 4400 w Bridge Element (48" model)
60202	 2000 w Element
60203	 1500 w Element (30" model)
60204	 1200 w  Element
60205	 2500/1000 w Dual Element
60238	 Oven Door Bubble Panel (specify colour)
60239	 Oven Door Frame
60240	 Rack Storage Door Frame
60241	 Rack Storage Door Bubble Panel
60242	 Utensil Drawer Frame
60243	 Utensil Drawer Bubble Panel
60244	 Reservoir Front
60245	 Reservoir Bubble Panel (specify colour)

Model 6200 / 8200 / 6210 / 8210 Range Parts Chart




